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SERVICE BULLETIN                                  15-T2-30 

                  

DATE: 25.09.2015    
REVISION No: 5 

MODELS CONCERNED:   MK4 B Series B60-4TRAC, B250-4TRAC, C50, C60, C80, 

F60-4TRAC, F250-4TRAC, T50, T60 & T80. 

  

CONCERN:  The following procedure covers the replacement of the Mk4 Transmission belt on 
machines that have experienced premature failures. This applies to machines manufactured 
between January 2014 and March 2015. 
 
TIME TO FIT: 90 Minutes or less. 
 

 

Retrofit Kit Number: 50100062 for Briggs and Stratton, Kawasaki 481 and 541 Engines 

                                    50100063 for Kawasaki 730 Engine 

 

Kit Contents with Part Numbers 
1. A85 Mk4 Transmission Belt X 1 - 22951800 

2. Tensioner Assembly X 1 – 329604800(Tensioner), 
                                                       209046200(4” Idler),  
                                                       52824700(Oilite Bush),        
                                                       019483600(M8X20 Flange Bolt), 
                                                       08845200(M8 Washer) 
3. Engine Pulley X 1 – 329603200(B&S, Kawasaki 481 and 541) or  
                                      329603300 (Kawasaki 730 ONLY) 
4. Transmission Pulley X 1 – 209046100  
5. Flat Idler X 1 - 20811500 
6. Pulley Spacer (Long) X 1 - 186007000 
7. Tensioner Arm Spacer X 2 - 186007300 
8. Spring Bracket X 1 - 549010300 
9. M8X20 Flange Bolts X 3 - 019483600 
10. M6X16 Bolt X 1 - 028662300 
11. M8X25X3mm Washers X 2 - 089418600 
12. M6X25X1.5mm Washer X 1 - 08845200                 
13. M8 Flange Nyloc Nuts X 2 - 049383700 

14. Idler Pulley Spacer (Short) X 1- 183860300 

15. Belt Keeper X 1 -301123800 

16. M12 Washer X 2 – 088003600 

17. Deep Idler Pulley X 1 – 5822 

18. Belt Keeper Spacer X 1 – 31326100 

19. M8X21X1.8 Washer X 1 – 088003700 

20. M8X25 Flange Bolt X 1 - 019484100 
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Preparation 
1. Make sure the engine and all the electrics are completely switched off and the Hand brake is on 
2. Disconnect the Battery 
3. Detach the Deck, PGC or any attachment on the tractor 
4. Remove the deflector guard by removing the three bolts as shown in the picture 

 

 
 

 
Engine Pulley 
1. Remove the PTO Clutch bolt  
2. De-tension and remove the Transmission and PTO belts by detaching the tension springs. 
3. Undo the Engine Clutch Bolt 
4. Remove the Engine Clutch, old Engine Pulley and the Engine Pulley Spacer 
5. Apply Copper Grease on the Crankshaft and on top of the New Engine Pulley 
6. Reposition the Engine Pulley Spacer and the New Engine Pulley, Drive belt along with the Clutch 

 

 
 
 
 
 
 
 
 

7. Secure Clutch using the Clutch Bolt (apply Loctite 2400), but do not tighten it completely 
 

Important Note! All Engine Pulleys supplied after 7th July 2015 have a longer shoulder to 
clear the electrical connector on the clutch and the I.D Groove has been removed. If there is a 
3mm Shim included in the kit, it is no longer required. 

 

Engine Pulley with the 
I.D Grooves Taken off 
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Tensioner Assembly 
1. Remove the M6 Bolt from the Tensioner Pivot Post 
2. Remove the Tensioner Assembly and the Tensioner Plate Spacer 
3. Make sure that the pivot post shoulder surface is clear of paint 
4. Apply Copper Grease on the Pivot Post 
5. Put the New Tensioner Spacers (two) and the Tensioner Assembly as shown 
6. Secure it in place with the M6X16 bolt (apply Loctite 2400) and M6 washer provided, also make 

sure that the tensioner is moving freely after the M6 bolt has been tightened 
 
V‐Idler Pulleys 
1. Remove the M8 Bolt and Washer 
2. Remove the pulley guard plate, both the V‐Idler Pulleys, and the Pulley Spacer 
3. Apply Copper Grease on the Idler Post 
4. Slide the New Flat Idler and the Long Pulley Spacer (provided) on the post 
5. Secure it in place with the M8X20 Bolt (apply Loctite 2400) and the M8 washer provided 
 

 
 
Rear Idler Pulley 
1. Remove the M8 Bolt and Washer 
2. Replace the Flat Idler on the transmission drive (Item No. 5) with Deep Idler (Item No. 17), retain 

the Flat Idler on the PTO drive 
3. Position the M8X25X3 Washer (Item No. 11), Belt Keeper Spacer (Item No. 18) Belt Keeper (Item 

No. 17) and the M8X21X1.8 Washer (Item No. 19) as shown  
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4. Put the M8X25 Bolt (apply Loctite 2400) to secure the belt keeper, do not fasten the bolt (the 
belt keeper could be fastened after putting the Transmission Belt through it on the outer side) 
 

 
 
Transmission Pulley 
1. Remove the PTO Clutch assembly and the Clutch Stop Bracket by undoing four bolts, lift and 

push the assembly towards the back, take care that the oil reservoir and the hose are not 
disconnected 

 
 
2. Remove the Circlip on top of the Transmission Pulley and the splined hexagon spacer(not shown) 
3. Remove the old Transmission Pulley (Ø70mm)  
4. Slide the Splined Hexagonal Spacer on to the shaft followed by the new Transmission Pulley 

(Ø101mm) (Make Sure the Hexagonal Splined Spacer is under the Transmission Pulley) 

Clutch Bolt 

Clutch Stop Bracket 

PTO Clutch Assembly 

Oil Reservoir Tank 

and Hose 

Rear Idler Pulley 

Deep Idler 

Belt Keeper 

M8X25X3 
Washer 

Belt Keeper 
Spacer 

M8X21X1.8 
Washer 

Idler Pulley 
Spacer (short) 

M8X25 Flange Bolt 
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5. Put the Circlip back on the end of the shaft and position the new belt around the transmission 
pulley 

6. Reposition the PTO Clutch assembly and the clutch stop bracket using the four bolts, do not 
fasten 

7. Make sure that the clutch stop bracket stops the clutch rotation 
 

  

 
 
Spring Bracket 
1. Position the bracket provided on the inside of the Right Hand Chassis Rail as shown 
2. Use two M8X25mm Flange Bolts and M8 Flange nuts to secure it in place 
 
Engine Clutch Stop 
1. Remove the two bolts on the Left Deck Hanging Bracket 
2. Remove the Engine Clutch Stop Bracket 
3. Position the Clutch Stop Bracket in between the bottom side of the Chassis Rail and the Left 

Deck Hanging Bracket by aligning all three holes 
4. Make sure the Clutch Stop is engaged and stops the clutch from rotating freely 
5. Secure both brackets using the two bolts 

 
 

Type-A Type-B 

After Step 3- New pulley on Transmission Before Step 3- Old pulley on Transmission 

Important Note! If you have received the Transmission Pulley Type-A (install hexagonal side 
down, circular side up), please put two M12 washers on top of the Transmission pulley before 
putting the Circlip on. If you have received Type-B, there is no need for the extra M12 
washers to be put on. 
 

Hex Splined Spacer 

Shown Underneath the 

Transmission Pulley 
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Once all the parts are in place as shown, 
1. Squeeze the PTO Belt through the gap between the Engine Pulley and the Tensioner 
2. Fully tighten the Engine Clutch Bolt to the specified Torque: 60‐65 Nm 
3. Position the PTO Belt on the idlers and on to the PTO Pulley 
4. Push the PTO assembly towards the back of the tractor and then fasten the four bolts 
5. Put the PTO Clutch bolt (apply Loctite 2400) and tighten it to the specified Torque: 60-65 Nm 
6. Attach the Tension Spring to the Spring Anchor as normal (PTO Belt) 
7. Push the Transmission Belt through the Belt Keeper and on to the Rear Idler (as shown) on the 

outer side 
8. Attach the Tension Spring from the Tensioner to the Spring Bracket (Transmission Belt) 

9. Re-attach the deflector guard, Deck, PGC or any other attachment 
10. Level the Deck by adjusting the bracket on the front - left hand side deck hanging bracket 
11. Reconnect the Battery and all the electrics 

 

 

Step-1 

Two Bolts 

Step-2 

Step-4 Step-3 

Correct Engagement 

Step-5 

Engine Clutch Stop 
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Before                                                After 
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Bulletin Revision Log 
 

No. Revision 
Date 

Reason / Comments 

1 05.03.15 Bulletin release 

2 29.04.15 Procedure to add the front clutch shim and  to reposition the front clutch stop bracket 
added 

3 07.07.15 Notes added about the new engine pulleys (without I.D grooves), clearing the tensioner 
pivot post of paint, tensioner movement and splined hexagonal spacer on the transaxle 
shaft 

4 24.08.15 Rear Idler pulley retained and belt keeper installed on the post, notes to restack the 
Hexagonal Splined spacer and the transmission pulley added, Tensioner arm updated 

5 25.09.15 Rear Idler Pulley replacement bolt changed from M8X20 to M8X25 (on Pages 1 and 4) 

   

   

 


